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1
BOOSTING DEVICES WITH INTEGRAL
FEATURES FOR RECIRCULATING
EXHAUST GAS

FEDERAL RESEARCH STATEMENT

This invention was made with Government support under
Agreement No. DE-FC26-07NT43271, awarded by the
Department of Energy. The U.S. Government has certain
rights in the invention.

FIELD OF THE INVENTION

Exemplary embodiments of the present invention are
related to turbochargers, superchargers and air induction sys-
tems, and, more particularly, to a housing having an integral
exhaust gas recirculation (EGR) conduit.

BACKGROUND

The efficient use of exhaust gas recirculation (EGR) is
important to all modern internal combustion engines, includ-
ing both gasoline and diesel engines. Efficient use of EGR
generally supports the objectives of realizing high power
output from these engines while also achieving high fuel
efficiency and economy and achieving increasingly stringent
engine emission requirements. The use of forced-induction
apparatus, particularly including turbochargers and super-
chargers, in these engines is frequently employed to increase
the engine intake mass airflow and the power output of the
engine. In addition, superchargers include mechanical drive
components, such as belts, gears, shafts or chains that are
connected to the engine’s crankshaft, and may present engine
packaging challenges. Turbochargers are powered by exhaust
gas, so the efficient use of EGR and forced-induction neces-
sitates synergistic design of these systems.

It is desirable to have turbocharged or supercharged
engines efficiently use the energy available in the exhaust
system in order to improve overall engine efficiency and fuel
economy. Further, as engines become more complex, pack-
aging of various components can make design of the turbo-
charger or supercharger challenging. For example, as emis-
sions regulations become more stringent, a closely coupled
catalytic converter may be mounted directly to the turbo-
charger exhaust outlet. This may impact the positioning of
EGR system components, such as exhaust gas supply and
receiving ports. Accordingly, improved packaging of the tur-
bocharger, air induction system, exhaust system and EGR
system will enable the expanded use of turbochargers and
EGR systems in a variety of applications, thereby leading to
improved efficiency and performance.

SUMMARY OF THE INVENTION

According to one embodiment of the invention, a compres-
sor housing includes a compressor inlet in fluid communica-
tion with a compressor volute configured to house a compres-
sor wheel, the compressor inlet configured to provide a first
air flow to the compressor wheel and a compressor outlet in
fluid communication with the compressor volute, the com-
pressor outlet configured to direct a compressed gas to an
intake manifold. The compressor housing further includes an
exhaust gas recirculation inlet port in fluid communication
with the compressor volute, the exhaust gas recirculation inlet
port being configured to combine an exhaust gas flow with the
air flow to the compressor wheel.
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According to another embodiment, a forced air induction
apparatus includes a compressor comprising a compressor
wheel rotatably disposed in a compressor housing and a com-
pressor inlet in the compressor housing, the compressor inlet
in fluid communication with a compressor volute containing
the compressor wheel. In addition, the apparatus includes a
compressor outlet in the compressor housing, the compressor
outlet in fluid communication with the compressor volute and
an exhaust gas recirculation inlet port located on the com-
pressor housing, the exhaust gas recirculation inlet port in
fluid communication with the compressor volute.

The above features and advantages, and other features and
advantages of the invention are readily apparent from the
following detailed description of the invention when taken in
connection with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

Other objects, features, advantages and details appear, by
way of example only, in the following detailed description of
the embodiments, the detailed description referring to the
drawings in which:

FIG. 1 is a schematic diagram of an internal combustion
engine embodying features of the invention;

FIG. 2. is a perspective view of an embodiment of a turbo-
charger;

FIG. 3 is a perspective view of another embodiment of a
turbocharger;

FIG. 4 is a perspective view of yet another embodiment of
a turbocharger; and

FIG. 5 is a schematic diagram of another embodiment of an
internal combustion engine embodying features of the inven-
tion.

The detailed description explains embodiments of the
invention, together with advantages and features, by way of
example with reference to the drawings.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

The following description is merely exemplary in nature
and is not intended to limit the present disclosure, application
oruses. It should be understood that throughout the drawings,
corresponding reference numerals indicate like or corre-
sponding parts and features.

Referring to FIG. 1, an exemplary embodiment of an inter-
nal combustion engine 10 is illustrated, in this case an in-line
four cylinder engine, including an intake system 12 and an
exhaust system 14. The internal combustion engine includes
a plurality of cylinders 16 into which a combination of com-
bustion air and fuel are introduced. The combustion air/fuel
mixture is combusted resulting in reciprocation of pistons
(not shown) therein. The reciprocation of the pistons rotates a
crankshaft (not shown) to deliver motive power to a vehicle
powertrain (not shown) or to a generator or other stationary
recipient of such power (not shown) in the case of a stationary
application of the internal combustion engine 10.

The internal combustion engine 10 includes an intake
manifold 18, in fluid communication with the cylinders 16,
that receives a compressed intake charge from a compressor
in the intake system 12 and delivers the charge to the plurality
of cylinders 16. The exhaust system 14 includes an exhaust
manifold 22, also in fluid communication with the cylinders
16, which is configured to remove combusted constituents of
the combustion air and fuel (i.e. exhaust gas 24) and to deliver
it to an exhaust driven turbocharger 26 that is located in fluid
communication therewith. The exhaust driven turbocharger
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26 includes an exhaust gas turbine wheel 27 that is housed
within a turbine housing 28. The turbine housing includes an
inlet 30 and an outlet 32. The outlet 32 is in fluid communi-
cation with the remainder of the exhaust system 14 and deliv-
ers the exhaust gas 24 to an exhaust gas conduit 34. The
exhaust gas conduit 34 may include various exhaust after
treatment devices, such as catalytic converter 50. As depicted,
the catalytic converter 50 is close coupled to the outlet 32 of
the turbocharger 26 and is configured to treat various regu-
lated constituents of the exhaust gas 24 prior to its release to
the atmosphere.

The exhaust driven turbocharger 26 also includes an intake
charge compressor wheel 35 that is housed within a compres-
sor housing 36. The compressor wheel 35 is coupled by a
shaft 37 to turbine wheel 27. The compressor housing 36
includes an inlet 38 and an outlet 40. The outlet 40 is in fluid
communication with the intake system 12 and delivers a
compressed intake charge 20 through an intake charge con-
duit 42 to the intake manifold 18. The intake charge 20 is
distributed by the intake manifold 18 to the cylinders 16 of the
internal combustion engine 10 for mixing with fuel and for
combustion therein. In an exemplary embodiment, disposed
inline between the compressor housing outlet 40 and the
intake manifold 18 is a compressed intake charge cooler 44.
The compressed intake charge cooler 44 receives heated (due
to compression) compressed intake charge 20 from the intake
charge conduit 42 and, following cooling of the compressed
intake charge 20 therein, delivers it to the intake manifold 18
through a subsequent portion of the intake charge conduit 42.

Located in fluid communication with the exhaust system
14, and in the exemplary embodiment shown in FIG. 1, is an
exhaust gas recirculation (“EGR”) system 80. The EGR sys-
tem 80 includes EGR supply conduit 82, EGR inlet conduit
84, and EGR valve 85. In one embodiment, the EGR supply
conduit 82 is in fluid communication with and coupled to
turbine housing 28. In addition, the EGR inlet conduit 84 is in
fluid communication with and coupled to compressor hous-
ing 36. The EGR supply conduit 82 is configured to divert a
portion of the exhaust gas 24 from the turbine housing 28 and
to direct it to, or recirculate it to, the intake system 12 through
the compressor housing 36 of the exhaust driven turbocharger
26. As depicted, the EGR valve 85 is in signal communication
with a control module such as engine controller 60. The EGR
valve 85 adjusts the volumetric quantity of received exhaust
gas 24 that is diverted, as recirculated exhaust gas 81, to the
intake system 12, based on the particular engine operating
conditions at any given time. The engine controller 60 col-
lects information regarding the operation of the internal com-
bustion engine 10 from sensors 61a-61#, such as temperature
(intake system, exhaust system, engine coolant, ambient,
etc.), pressure, exhaust system conditions, driver demand
and, as a result, may adjust the flow of exhaust gas 24 through
the EGR valve 85 to be mixed with fresh air 72 to form the
compressed intake charge 20. As used herein, the term con-
troller refers to an application specific integrated circuit
(ASIC), an electronic circuit, a processor (shared, dedicated
or group) and memory that executes one or more software of
firmware programs, a combinational logic circuit, and/or
other suitable components that provide the described func-
tionality. As a result, the compressed intake charge 20 may
comprise a continuously variable combination of fresh air 72
and exhaust gas 24, depending on the commanded quantity of
EGR by the controller 60. In another embodiment, an exhaust
gas supply 86 may be diverted from exhaust conduit 34, either
upstream or downstream of catalytic converter 50 to the EGR
valve 85. In yet another embodiment, an EGR inlet 87 is in
fluid communication with intake charge conduit 42, thereby
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directing the exhaust gas to be mixed with the air intake
charge 20 downstream of the turbocharger 26.

In an exemplary embodiment, the EGR supply conduit 82
is coupled to the turbine housing 28 via a supply port near the
exhaust outlet 32. The exhaust flow 24 passes through the
turbine wheel 27 located in the turbine housing 28. The EGR
supply conduit 82 receives a portion of exhaust flow 24 from
the chamber directed through exhaust outlet portion 32, prior
to treatment of the exhaust flow 24 by catalytic converter 50.
Exemplary embodiments of the turbocharger 26 and EGR
system 80, as well as various arrangements thereof are
described in detail below with reference to FIGS. 2-4.

Referring now to FIGS. 1 and 2, in one embodiment, an
exemplary turbocharger 88 includes turbine portion 89 and
compressor portion 90. The turbine portion 89 includes a
turbine housing 92 and compressor portion 90 includes com-
pressor housing 94. The turbine housing 92 and compressor
housing 94 are coupled by shaft housing 96. The turbocharger
88 also includes a wastegate controller 98 configured to con-
trol a selected flow of exhaust through a wastegate passage
100. The turbine housing 92 includes an exhaust inlet 102
configured to receive exhaust flow 24, FIG. 1, from the
exhaust manifold 22. The exhaust gas flow 24 drives rotation
of the turbine wheel 27, located in turbine volute 104 of
turbine housing 92. The turbine housing 92 also includes an
exhaust outlet 106 which directs exhaust gas tlow 24 from the
turbine volute 104 to exhaust system 34. An EGR supply port
108 is located on, and in fluid communication with, exhaust
outlet 106. The EGR supply port 108 is configured to direct a
portion of exhaust gas 24 from the turbine volute 104 to EGR
supply conduit 82. The EGR supply conduit 82 directs the
exhaust gas 24 to EGR valve 85, wherein a selected amount of
the exhaust gas flow 24 is directed to air intake manifold 18
via suitable conduits or plumbing, such as EGR inlet conduit
84 and compressor volute 110, which direct the exhaust gas
flow 24 to intake charge conduit 42.

The turbine wheel 27 within turbine housing 28, 92 is
coupled by shaft 37 (FIG. 1) within shaft housing 96 to
compressor wheel 35 in compressor housing 94. The shaft
housing 96 also includes bearings (not shown) to enable
rotation of the shaft 37. The compressor housing 94 includes
air inlet 109, compressor volute 110, and compressed air
outlet 112. The air inlet 109 receives fresh air 72 and directs
the air to the compressor wheel 35 within compressor volute
110. The compressed air is directed from the compressor
volute 110 to the compressed air outlet 112, where the air
intake charge 20 is then routed to the engine 10 by intake
system 12. In an exemplary embodiment, an EGR supply port
114 is in fluid communication with and located on wastegate
passage 100 where a portion of the exhaust gas flow 24 that is
directed through the passage 100 may be directed through
EGR system 80 to be mixed with fresh air at intake 38. The
exhaust gas flow through EGR supply port 114 is located
upstream of the turbine wheel and is therefore at a higher
pressure relative to exhaust gas flow downstream of the tur-
bine wheel 27. In an exemplary embodiment, the EGR supply
port 114 may be used instead of, or in combination with, EGR
supply port 108. The turbine housing 92 and EGR supply
ports 108 and 114 may be produced by any suitable method,
such as machining the parts, casting as a single part or by
casting a plurality of parts and coupling them via welds or
fasteners. The parts may be formed from any suitable, durable
material, such as cast iron, stainless steel or a steel alloy. As
discussed herein, the non-limiting examples of the turbo-
charger depicted in FIGS. 2-4 may include substantially simi-
lar components, although each component may not be shown
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in each figure, wherein the illustrated embodiments are used
to describe particular portions of the turbocharger, and/or
EGR system configurations.

The EGR supply conduit 82 and EGR supply ports 108 and
114 provide improved packaging for increasingly complex
engines by providing EGR integration with the turbocharger
88. In addition, the configuration provides flexibility for a
variety of engines and applications. By integrating the EGR
supply ports 108 and 114 with the turbine housing 92, the
embodiments provide a simplified system to reduce cost and
reduce production time. Moreover, the embodiments provide
improved engine efficiency by enabling a supply of exhaust
gas 24 from the turbocharger 88 upstream of closely coupled
catalytic converter 50. As discussed herein, the term volute is
used to refer to a housing which may be a part of a turbo-
charger or supercharger. In an exemplary embodiment, a
volute is a housing configured to house a wheel, such as
compressor wheel 35.

Referring now to FIGS. 1 and 3, in an exemplary embodi-
ment, a turbocharger 120 includes turbine portion 122 and
compressor portion 124. The turbine portion 122 includes a
turbine housing 126 and the compressor portion 124 includes
a compressor housing 128. The turbine housing 126 and
compressor portion 124 are coupled by a shaft housing (not
shown). The turbocharger 120 further includes a wastegate
controller 130 configured to enable a flow of exhaust through
a wastegate passage (not shown). The turbine housing 126
includes an exhaust inlet 132 configured to receive exhaust
flow 24 from the exhaust manifold 22. The exhaust gas flow
24 through turbine volute within turbine housing 126 drives
rotation of the turbine wheel 27. The turbine housing 126 also
includes an exhaust outlet (not shown) which directs exhaust
gas flow 24 from the turbine volute to exhaust system 34 and
catalytic converter 50.

The compressor housing 128 includes air inlet 134, com-
pressor volute 136, compressor outlet 138, and EGR inlet port
140. The air inlet 134 receives fresh air 72 and directs the flow
to the compressor wheel 35 within compressor volute 136. As
depicted, the EGR inlet port 140 is in fluid communication
with the air inlet 134, thereby enabling a combination of
exhaust gas 24 with fresh air 72. In an exemplary embodi-
ment, the EGR inlet port 140 receives exhaust gas 24 from
EGR inlet conduit 84 and EGR valve 85, wherein the EGR
valve 85 receives the exhaust gas from EGR supply conduit
82 coupled to EGR supply port 108, shown in FIG. 2. In
another embodiment, the EGR inlet port 140 receives exhaust
gas 24 from EGR conduit 86, which is coupled to exhaust
conduit 34, and directs the exhaust gas 24 through the EGR
valve 85 through EGR inlet conduit 84 to EGR inlet port 140.
In the embodiment of FIG. 3, the arrangement of EGR inlet
port 140 in fluid communication with and located on air inlet
134 forms a combined flow of EGR exhaust gas and fresh air
72 to the compressor wheel. In an exemplary embodiment,
the EGR inlet port 140 is positioned upstream of the com-
pressor wheel, which supplies the EGR flow at a lower pres-
sure relative to the gas flow upstream of the compressor
wheel. Accordingly, the compressor wheel 35 compresses
and pressurizes the fresh air and EGR exhaust gas mixture,
and directs the intake charge 20 mixture through the com-
pressor outlet 138. The compressed air and EGR gas mixture
is then directed to the engine 10 by intake system 12. As
discussed herein, the terms upstream and downstream
describe the position of components or parts of the turbo-
charger or EGR system in relation to the flow of gas, air,
exhaust, or a combination thereof, through the system. Fur-
ther, in an exemplary embodiment, the pressure of the fluid
flow upstream of a turbine wheel is greater than a fluid flow
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pressure downstream of the turbine wheel. Moreover, the
pressure of the fluid flow upstream of a compressor wheel is
less than the fluid flow pressure downstream of the compres-
sor wheel. The integration of EGR inlet port 140 with com-
pressor housing 128 provides manufacturing and design flex-
ibility via simplified packaging for a variety of internal
combustion engines.

Referring now to FIGS. 1 and 4, in one embodiment, an
exemplary turbocharger 150 includes turbine portion 152 and
compressor portion 154. The turbine portion 152 includes a
turbine housing 156 while compressor portion 154 includes a
compressor housing 158. Shaft housing 160 couples turbine
housing 156 and compressor housing 158. The turbocharger
150 includes a wastegate controller 162 configured to control
a flow of exhaust through a wastegate passage 163. The tur-
bine housing 156 includes an exhaust inlet 164 configured to
receive exhaust flow 24 from the exhaust manifold 22. The
exhaust gas flow 24 drives rotation of the turbine wheel 27,
located in a turbine volute 166 of housing 156. The turbine
housing 156 also includes an exhaust outlet 168 which directs
exhaust gas flow 24 from the turbine volute 166 to catalytic
converter 50, exhaust conduit 34 or other exhaust treatment
devices.

The turbine wheel 27 within turbine housing 156 is
coupled by a shaft (not shown) to a compressor wheel 35 in
compressor housing 158. The compressor housing 158
includes air inlet 170, compressor volute 172, compressor
outlet 174, and EGR inlet port 176. As depicted, the air inlet
170 receives fresh air 72 and directs an air flow to the com-
pressor wheel 35 within compressor volute 172. Compressed
fresh air 72 is directed from the compressor volute 172 to
compressor outlet 174. The EGR inlet port 176 is in fluid
communication with the compressor outlet 174. In an exem-
plary embodiment, the EGR inlet port 176 receives the
exhaust gas 24 from EGR inlet conduit 84 ofthe EGR system
80, wherein the inlet conduit 84 receives the exhaust gas from
EGR supply conduit 82 coupled to EGR supply port 108,
shown in FIGS. 2 and 4. In another embodiment, the EGR
inlet port 176 receives the exhaust gas 24 from EGR conduit
86, which is coupled to exhaust conduit 34, and directs the
exhaust gas 24 through the EGR valve 85 through EGR inlet
conduit 84 to EGR inlet port 176. As depicted in FIG. 4, a
combined flow of exhaust gas 24 from EGR inlet port 176 and
fresh air 72 from compressor volute 172 are directed to the
engine intake manifold 18. Inaddition, the EGR inlet port 176
is positioned downstream of the compressor wheel 35 and
supplies the EGR flow at a pressure that is greater than the
pressure of air flow upstream of the compressor wheel.
Accordingly, the compressor wheel 35 compresses and pres-
surizes the fresh air which is then directed to compressor
outlet 174 where the compressed air is mixed with exhaust
gas 24 to form the intake charge 20 which is directed from the
compressor outlet 174 to the engine 10 via intake system 12.
The integration of EGR inlet port 176 with compressor hous-
ing 158 provides manufacturing and design flexibility via
simplified packaging for a variety of internal combustion
engines.

With reference to FIGS. 3 and 4, in exemplary embodi-
ments, the EGR inlet conduit 84 (FIG. 1) is in fluid commu-
nication with an EGR inlet port (140, 176) coupled to or
located on the compressor housing 36. A selected amount of
recirculated exhaust flow 81 is routed from an exhaust supply,
such as turbine housing 28 or exhaust conduit 34, through
EGR valve 85 to inlet conduit 84. The recirculated exhaust
flow 81 is introduced into the compressor housing 36, thereby
reducing the complexity of the EGR plumbing and conduits
(82, 84, 85). Therefore, the EGR inlet port (140, 176) and inlet
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conduit 84 provide improved and simplified packaging for
increasingly complex engines by providing EGR integration
with turbocharger (120, 150). In addition, the configuration
provides flexibility for a variety of engine configurations and
applications. By integrating the EGR inlet port (140, 176)
with the compressor housing (128, 158), the embodiments
provide a simplified system to reduce cost and reduce pro-
duction time. Moreover, the embodiments provide improved
engine efficiency by enabling a supply of exhaust gas 24 from
the turbocharger (120, 150) upstream of closely coupled cata-
Iytic converter 50.

The exemplary embodiments of EGR supply ports and
EGR inlet ports may be used in combination or with alterna-
tive arrangements for air intake systems, turbochargers,
superchargers or exhaust systems. For example, the EGR
supply port 108 may supply a recirculated exhaust gas flow
that is directed to EGR exhaust inlet port 140 and/or EGR
exhaust inlet port 176. In an embodiment that includes EGR
supply port 108 and EGR exhaust inlet port 140, the relative
low pressure exhaust from port 108 is directed to a relative
low pressure air flow at inlet port 140. In another embodiment
that includes EGR supply port 108 and EGR exhaust inlet port
176, the exhaust from port 108 is directed to a relative high
pressure compressed air flow at inlet port 176. In yet another
embodiment that includes EGR supply port 114 (FIG. 2) and
EGR exhaust inlet port 176, the relative high pressure exhaust
from port 114 is directed to a relative high pressure com-
pressed air flow at inlet port 176. In an embodiment that
includes EGR supply port 114 and EGR exhaust inlet port
140, the relative high pressure exhaust from port 114 is
directed to a relative low pressure air flow at inlet port 140. In
embodiments, the turbine portion 152 and compressor por-
tion 154 may be separated, wherein the compressor portion
154 is driven by an electric motor. Accordingly, the turbine
portion 152 and compressor portion 154 are operationally
coupled by such non-limiting examples as electrical conduc-
tors and/or a mechanical device, such as a shatft.

The exemplary compressors 124 and 154 illustrated in
FIGS. 3 and 4, respectively may also be used in various forced
air induction apparatus, such as the exemplary supercharger
and engine depicted in FIG. 5. As depicted in FIG. 5, an
exemplary embodiment of the internal combustion engine 10
includes an intake manifold 18, in fluid communication with
cylinders 16 that receive a compressed intake charge from a
compressor in the intake system 12. The exhaust system 14
includes an exhaust manifold 22, also in fluid communication
with cylinders 16, which is configured to remove combusted
constituents of the combustion air and fuel (i.e. exhaust gas
24) and to deliver it to an exhaust gas conduit 34. The exhaust
gas conduit is in fluid communication with the remainder of
the exhaust system 14 and delivers the exhaust gas 24 to
various exhaust after treatment devices, such as a catalytic
converter.

The intake system 12 also includes an intake charge com-
pressor or engine driven supercharger 200 having a housing
202 that includes an inlet 204 and an outlet 206. The outlet
206 is in fluid communication with the intake system 12 and
delivers a compressed intake charge 20 through an intake
charge conduit 42 to the intake manifold 18 for delivery to the
cylinders 16 of the internal combustion engine 10 for mixture
with fuel and for combustion therein. In an exemplary
embodiment, disposed inline between the compressor hous-
ing outlet 206 and the intake manifold 18 is a compressed
intake charge cooler 44. The compressed intake charge cooler
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44 receives the heated (due to compression of the intake
charge and addition ofhot EGR) compressed intake charge 20
from the intake charge conduit 42 and, following cooling of
the compressed intake charge 20 therein, delivers it to the
intake manifold 18 through a subsequent portion of the intake
charge conduit 42. The intake charge cooler 44 comprises an
inlet 46 and an outlet 48 for the circulation of a cooling
medium 51 (such as a typical glycol-based automotive cool-
ant, or other suitable medium for effective heat transfer in a
heat exchanger) therethrough.

Located in fluid communication with the exhaust gas con-
duit 34 of the exhaust system 14, is an exhaust gas recircula-
tion (“EGR”) conduit 59. The EGR conduit 59 is configured
to divert a portion of the exhaust gas 24 from the exhaust gas
conduit 34 and to return it to, or recirculate it to, the intake
system 12 of the internal combustion engine 10 through EGR
conduit 61, EGR valve 58, EGR inlet port 210 and inlet 204 of
the engine driven supercharger 200. The EGR inlet port 210 is
located on inlet 204 and combines a flow of recirculated
exhaust gas 25 with the fresh air flow 72 upstream of a
supercharger compressor wheel 212. Therefore, the flow of
exhaust and air at EGR inlet port 210 is at a lower pressure
relative to the flow pressure downstream (20) of the compres-
sor wheel 212. In addition, a second EGR inlet port 214 may
be located on or near the compressor housing outlet 206,
wherein the recirculated exhaust gas 24 is combined with a
compressed air flow, forming intake charge 20. Therefore, the
flow of exhaust and air at inlet port 214 is at a pressure greater
than the air flow (72) upstream of the compressor wheel 212.
In embodiments, either one, or a combination of, the EGR
inlet ports 210 and 214 may be used along with associated
EGR conduits to supply a recirculated exhaust flow to be
mixed with air.

The EGR valve 58 that is in signal communication with a
control module, such as controller 60, adjusts the volumetric
quantity of recirculated exhaust gas 25 that is delivered to the
intake system 12, based on the particular engine operating
conditions at any given time. The engine controller 60 col-
lects information regarding the operation of the internal com-
bustion engine 10 from sensors 61a-61#, such as temperature
(intake system, exhaust system, engine coolant, ambient,
etc.), pressure, exhaust system conditions, driver demand as
well as the temperature of the compressed intake charge
supplied by a temperature sensor (not shown) and, as a result,
may adjust the flow of recirculated exhaust gas 25 through the
EGR valve 58 and into the compressed intake charge 20. As a
result the compressed intake charge 20 may comprise a con-
tinuously variable combination of fresh air 72 and recircu-
lated exhaust gas 25, depending on the commanded degree of
EGR flow by the controller 60. Accordingly, the depicted
configuration of the EGR system, intake system, and super-
charger provides improved packaging and simplified design,
thereby reducing costs and enabling improved engine effi-
ciency.

While the invention has been described with reference to
exemplary embodiments, it will be understood by those
skilled in the art that various changes may be made and
equivalents may be substituted for elements thereof without
departing from the scope of the invention. In addition, many
modifications may be made to adapt a particular situation or
material to the teachings of the invention without departing
from the essential scope thereof. Therefore, it is intended that
the invention not be limited to the particular embodiments
disclosed as the best mode contemplated for carrying out this
invention, but that the invention will include all embodiments
falling within the scope of the present application.
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What is claimed is:

1. A compressor housing comprising:

acompressor inlet in fluid communication with a compres-
sor volute configured to house a compressor wheel, the
compressor inlet configured to provide an air flow to the
compressor volute;

a compressor outlet in fluid communication with the com-
pressor volute, the compressor outlet being configured
to direct a compressed gas to an intake manifold;

a compressor exhaust gas recirculation inlet port formed in
the compressor housing and in fluid communication
with the compressor inlet, the compressor exhaust gas
recirculation inlet port configured to combine an exhaust
gas flow with the air flow upstream of the compressor
wheel, wherein the compressor exhaust gas recircula-
tion inlet port is separate from the compressor inlet;

aturbine that includes a turbine wheel rotatably disposed in
aturbine housing operationally coupled to the compres-
sor housing;

adownstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust outlet of the turbine housing downstream of
the turbine wheel, the downstream exhaust gas recircu-
lation supply port configured to direct an exhaust gas
flow through an exhaust gas recirculation conduit to the
compressor exhaust gas recirculation inlet port; and

an upstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust inlet of the turbine housing upstream of the
turbine wheel, the upstream exhaust gas recirculation
supply port configured to direct an exhaust gas flow
through the exhaust gas recirculation conduit to the
compressor exhaust gas recirculation inlet port.

2. The compressor housing of claim 1, wherein the com-
pressor exhaust gas recirculation inlet port provides the
exhaust gas flow at a pressure that is less than a fluid pressure
downstream of the compressor wheel.

3. The compressor housing of claim 1, wherein at least a
portion of the exhaust gas recirculation conduit is coupled
between the downstream exhaust gas recirculation supply
port and the compressor exhaust gas recirculation inlet port to
supply the exhaust gas flow from the downstream exhaust gas
recirculation supply port to the compressor exhaust gas recir-
culation inlet port.

4. The compressor housing of claim 3, further comprising:

a downstream compressor exhaust gas recirculation inlet
port formed in the compressor housing and in fluid com-
munication with the compressor outlet, the compressor
exhaust gas recirculation inlet port configured to com-
bine an exhaust gas flow with the air flow downstream of
the compressor wheel, wherein the compressor exhaust
gas recirculation inlet port is separate from the compres-
sor inlet.

5. The compressor housing of claim 4, further comprising

a second exhaust gas recirculation conduit coupled between
the upstream exhaust gas recirculation supply port and the
downstream compressor exhaust gas recirculation inlet port
to supply the exhaust gas flow from the upstream exhaust gas
recirculation supply port to the downstream compressor
exhaust gas recirculation inlet port.

6. A turbocharger comprising:

a compressor housing with a compressor inlet configured
to direct an air flow to a compressor wheel rotatably
disposed within a compressor volute;

a compressor outlet in the compressor housing, the com-
pressor outlet configured to receive a compressed gas
flow from the compressor volute;
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a compressor exhaust gas recirculation inlet port formed in
the compressor housing at a point downstream of the
compressor wheel and in fluid communication with the
compressor outlet, the compressor exhaust gas recircu-
lation inlet port configured to combine an exhaust gas
flow with the air flow downstream of the compressor
wheel, wherein the compressor exhaust gas recircula-
tion inlet port is separate from the compressor inlet;

aturbine that includes a turbine wheel rotatably disposed in
aturbine housing operationally coupled to the compres-
sor housing;

an upstream exhaust gas recirculation supply port formed
in the turbine housing, the upstream exhaust gas recir-
culation supply port configured to direct the exhaust gas
flow through an exhaust gas recirculation conduit to the
compressor exhaust gas recirculation inlet port, wherein
the exhaust gas recirculation supply portis formed in the
turbine housing such that the supply port is in fluid
communication with and separate from either an exhaust
inlet of the turbine housing or an exhaust outlet of the
turbine housing; and

a downstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust outlet of the turbine housing downstream of
the turbine wheel, the downstream exhaust gas recircu-
lation supply port configured to direct an exhaust gas
flow through the exhaust gas recirculation conduit to the
compressor exhaust gas recirculation inlet port.

7. The turbocharger of claim 6, further comprising a second
compressor exhaust gas recirculation inlet port formed in the
compressor housing and in fluid communication with the
compressor inlet upstream of the compressor wheel.

8. The turbocharger of claim 7, further comprising a second
compressor exhaust gas recirculation inlet port provides the
exhaust gas flow at a pressure that is less than a fluid pressure
downstream of the compressor wheel.

9. The turbocharger of claim 6, wherein the exhaust gas
recirculation conduits comprise conduit comprises an
exhaust gas recirculation valve, an exhaust gas recirculation
supply conduit, and a compressor exhaust gas recirculation
inlet conduit.

10. The turbocharger of claim 6, further comprising a cata-
Iytic converter coupled to the exhaust outlet of the turbine
housing.

11. A forced air induction apparatus comprising:

a compressor comprising a compressor wheel rotatably

disposed in a compressor housing;

a compressor inlet in the compressor housing, the compres-
sor inlet in fluid communication with a compressor
volute containing the compressor wheel;

a compressor outlet in the compressor housing, the com-
pressor outlet in fluid communication with the compres-
sor volute;

aturbine that includes a turbine wheel rotatably disposed in
a turbine housing between an exhaust inlet and an
exhaust outlet;

an upstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust inlet of the turbine housing upstream of the
turbine wheel, the upstream exhaust gas recirculation
supply port configured to direct an exhaust gas flow
through an exhaust gas recirculation conduit to a com-
pressor exhaust gas recirculation inlet port formed in the
compressor housing; and

a downstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust outlet of the turbine housing downstream of
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the turbine wheel, the downstream exhaust gas recircu-
lation supply port configured to direct an exhaust gas
flow through the exhaust gas recirculation conduit to the
compressor exhaust pas recirculation inlet port formed
in the compressor housing.

12. The apparatus of claim 11, wherein the compressor
exhaust gas recirculation inlet port is in fluid communication
with the compressor inlet, and the compressor exhaust gas
recirculation inlet port is configured to combine the exhaust
gas flow with an air flow upstream of the compressor wheel.

13. The apparatus of claim 12, wherein the compressor
exhaust gas recirculation inlet port provides the exhaust gas
flow at a pressure that is less than a fluid pressure downstream
of the compressor wheel.

14. The apparatus of claim 11, wherein the compressor
exhaust gas recirculation inlet port is in fluid communication
with the compressor outlet, and the compressor exhaust gas
recirculation inlet port is configured to combine the exhaust
gas flow with an air flow downstream of the compressor
wheel.

15. The apparatus of claim 14, wherein the compressor
exhaust gas recirculation inlet port provides the exhaust gas
flow at a pressure that is greater than a fluid pressure upstream
of the compressor wheel.

16. The apparatus of claim 11, wherein the upstream
exhaust gas recirculation supply port is separate from the
turbine exhaust inlet, and the downstream exhaust gas recir-
culation supply port is separate from the turbine exhaust
outlet.
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17. A forced air induction apparatus

comprising:

a compressor comprising a compressor wheel rotatably
disposed in a compressor housing;

a compressor inlet in the compressor housing, the compres-
sor inlet in fluid communication with a compressor
volute containing the compressor wheel;

a compressor outlet in the compressor housing, the com-
pressor outlet in fluid communication with the compres-
sor volute;

aturbine that includes a turbine wheel rotatably disposed in
a turbine housing between an exhaust inlet and an
exhaust outlet, the turbine further including:

an upstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust inlet of the turbine housing upstream of the
turbine wheel, the upstream exhaust gas recirculation
supply port configured to direct an exhaust gas flow
through an exhaust gas recirculation conduit to the com-
pressor; and

a downstream exhaust gas recirculation supply port formed
in the turbine housing and in fluid communication with
the exhaust outlet of the turbine housing downstream of
the turbine wheel, the downstream exhaust gas recircu-
lation supply port configured to direct an exhaust gas
flow through an exhaust gas recirculation conduit to the
compressor.



